
Our Flexible PVC Swing Doors are made from the highest-

grade materials. Aluminium frame construction with 

PVC panels means a lightweight, flexible door that easily 

handles and will survive even the harshest conditions.

They are available in two series to suit every application.

300 Series Flexible PVC Door

Flexshield’s 300 series door is the original PVC door that 

shows its inherent strength in large doorways and heavy-

duty applications. This strength is largely attributed to the 

fully welded aluminium door stiles and gussets. The frame 

is attractively powder coated for protection.

350 Series Flexible PVC Door

The 350 series is a new generation PVC door. The door is 

for customers that require a PVC door to stand up to the 

continual traffic of trolleys, pallets, stock and energetic 

staff. It provides quality industrial strength with quick lead 

times.

This door combines the proven design of our 300 series 

door with its unique features.

A wide range of flexible door panel styles and colours are 

available for extra protection, privacy, or corporate colour 

matches. A stainless-steel mechanism option is available 

for use in corrosive environments.
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Flexshield

FLEXIBLE PVC 
SWING DOORS

Flexshield PVC Swing Door is durable enough for forklifts 
to move through.

Flexshield PVC Swing Door with a clear top for natural 
light and a solid PVC bottom



Common applications

•	 Warehouses

•	 Manufacturing facilities

•	 Sensitive equipment rooms

•	 Food production

•	 Medical facilities

•	 Grain facilities

•	 Laboratories

•	 Chemical manufacturing

Made to Measure

Flexshield swing doors are tailor-made to suit your exact 

size and environmental requirements. Once a solution is 

chosen, Flexshield can manufacture and supply quickly.

The PVC doors are available as a kit with full installation 

instructions, or Flexshield will arrange to install at your 

location.

Flexshield manufactures a complete support system for all 

types of Swing Doors, providing for all requirements.

All door frames are powder coated in a durable powder 

coat finish for easy cleaning and durability. PVC panels are 

chemical resistant (see over page), fire retardant and will 

not support combustion in a normal atmosphere.
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“Service was fantastic!”
The service was fantastic, and I am very happy with the doors. They arrived in time for our 

opening. Thank you for providing the express option!

Neil Hudson | Hudson’s Famous

Flexshield PVC Swing Door.



Silver Nitrate

Soap Solutions

Sodium Acetate

Sodium Bicarbonate

Sodium Bisulfate

Sodium Bisulfite

Sodium Borate

Sodium Carbonate

Sodium Chlorate

Sodium Chloride

Sodium Cyanide

Sodium Fluoride

Sodium Hydroxide (20%)

Sodium Hydroxide (50%)

Sodium Hydroxide (80%)

Sodium Hypochlorite (20%)

Sodium Hypochlorite (100%)

Sodium Metaphosphate

Sodium Metasilicate

Sodium Nitrate

Sodium Perborate

Sodium Polyphosphate

Sodium Silicate

Sodium Sulfate

Sodium Sulfide

Sodium Tetraborate

Sodium Thiosulfate (hypro)

Stannic Chloride

Stannous Chloride

Sulfur Dioxide

Sulfur Dioxide (Dry)

Sulfur Trioxide (Dry)

Sulfuric Acid (<10%)

Sulfuric Acid (10-75%)

Sulfurous Acid

Tannic Acid

Tanning Liquors

Tartaric Acid

Tomato Juice

Urine

Vinegar

Water, Acid, Mine

Water, Distilled

Water, Fresh

Water, Salt

Whiskey and Wines

White Liquor (Pulp Mill)

Xylene

Zinc Chloride

Zinc Sulfat

Nitric Acid (5-10%)

Nitric Acid (20%)

Nitric Acid (50%)

Nitric Acid (concentrated)

Nitrobenzene

Corn

Cotton Seed

Creosote

Dieselo Fuel (20, 30, 40, 50)

Fuel (1, 2, 3, 5A, 5B, 6)

Linseed

Mineral

Olive

Pine

Rosin

Silicone

Soybean

Turbine

Oleic Acid

Oleum 25%

Oleum 100%

Oxaalic Acid (cold)

Paraffin

Pentane

Perchloroethylene

Petrolatum

Phenol (10%)

Phenol (Carbolic Acid)

Phosphoric Acid (<40%)

Phosphoric Acid (>40%)

Phosphoric Acid (Crude)

Photographic Developer

Picric Acid

Potash

Potassium Bicarbonate

Potassium Bromide

Potassium Carbonate

Potassium Chlorate

Potassium Chloride

Potassium Chromate

Potassium Cyanide Solutions

Potassium Dichromate

Potassium Ferrocyanide

Potassium Hydroxide (caustic potash)

Potassium Nitrate

Potassium Permanganate

Potassium Sulfate

Potassium Sulfide

Propane (liquified)

Propylene Glycol

Pyridine

Pyrogallic Acid

Rosins

Sea Water

Silicone

No effect - Excellent Moderate effect - Fair Satisfactory to 720F

Minor effect - Good Severe effect - Poor Satisfactory to 1200F

Resistance of Flexshield SonicClear Curtains to Chemicals
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Hydrochloric Acid 37%

Hydrochloric Acid 100%

Hydrocyanic Acid

Hydrocyanic Acid (Gas 10%)

Hydrofluoric Acid 20%

Hydrofluoric Acid 100%

Hydrofluosilicic Acid 20%

Hydrofluosilicic Acid 100%

Hydrogen Gas

Hydrogen Peroxide 50%

Hydrogen Peroxide 100%

Hydrogen Sulfide (aqua)

Hydrogen Sulfide (dry)

Hydroxyacetic Acid 70%

Iodine

Isopropyl Acetate

Isopropyl Ether

Jet Fuel (JP3, -4, -5)

Kerosene

Ketones

Lacquers

Lacquer Thinners

Lactic Acid

Lard

Lead Acetate

Lead Sulfamate

Lime

Lubricants

Magnesium Carbonate

Magnesium Chloride

Magnesium Hydroxide

Magnesium Nitrate

Magnesium Sulfate

Maleic Acid

Malic Acid

Mercuric Chloride (Dilute)

Mercuric Cyanide

Murcury

Methanol (Methyl Alcohol)

Methyl Acetate

Methyl Alcohol 10%

Methyl Bromide

Methyl Butyl Ketone

Methyl Cellosolve

Methyl Chloride

Methyl Dichloride

Methyl Ethyl Ketone

Methyl Isobutyl Ketone

Methylene Chloride

Milk

Molasses

Naphtha

Naphthalene

Nickel Chloride

Nickel Sulfate

Key - Chemical effect ratings Key

*Does not include the track.


